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Gas Governors
››  Spring-loaded governors, are designed and built 
according UNI EN 88 class A - group 2 specifications, 
can be used for all the types of natural gas LPG or not 
corrosive gases . These regulators are widely used in 
supply lines for mixed and combinated burners and 
in the piped distribution of methane gas and LPG 
in both industrial and non-industrial  applications. 
Spring-loaded/ governors are self-acting type with 
balanced obturator and double safety diaphragm. The 
double diaphragm allow to use the device within the 
cabinet, without connecting an external pipe venting. 
(Point 3.3.2 of UNI EN 88 regulation). All regulators 
have internal sensing line and inlet/outlet pressure 
test point
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GAS GOVERNOR 1 ¼” , 1 ½” – Pmax 500 mbar p. 8

GAS GOVERNOR 2” – Pmax 500 mbar  p. 10

GAS GOVERNOR ½”, ¾” and 1” – Pmax 1 bar p. 12

GAS GOVERNOR 1 ¼”, 1 ½” – Pmax 1 bar p. 14

GAS GOVERNOR 2”– Pmax 1 bar p. 16

GAS GOVERNOR ½”, ¾” and 1”– Pmax 2 bar  p. 18

GAS GOVERNOR 1 ¼”, 1 ½” – Pmax 2 bar  p. 20

GAS GOVERNOR 2”– Pmax 2 bar  p. 20
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Pmax inlet max – 500 mbar  

Setting outlet 10 – 300 mbar – Standard spring supplied 10 – 27 mbar –   
 Other spring on request

Filtering ≤ 50μm –  Plastic cartidge

Inlet - Outlet Thread gas ½”, ¾”, 1” - ISO 228
Connection DN25 - Sliding Aluminium  flange PN10  

Test point Inlet / outlet on request – Test point 1/8” NPT

Working Temperature - 20 °C  –  + 60 °C

Use Not aggressive gases of three families – Natural Gas –   
 LPG – Town Gas

Approval UNI - EN 88 /1 : 2011 

Materials:

Complete Body Die – Cast Aluminium Gd – AlSi12Cu – EN AB 46100

Diaphragms NBR 60Sh – DvGW EN 549

Plastic components Yellow POM / Pa 66 + 25% Gf 

GAS GOVERNOR ½”, ¾”, 1” – Pmax 500 mbar

  TECHNICAL FEATURES

G A S  G O V E R N O R S

 Code Description Dimension Pmax 

 RG015 Gas Governor  ½” 500 mbar 

 RG020 Gas Governor ¾”  500 mbar

 RG025 Gas Governor 1” 500 mbar

 RGD25 Gas Governor DN25 500 mbar

 Code Description Dimension Pmax 

 RG015-FT Gas Governor with filter ½” 500 mbar

 RG020-FT Gas Governor with filter ¾” 500 mbar

 RG025-FT Gas Governor with filter 1” 500 mbar

 RGD25-FT Gas Governor with filter DN25 500 mbar
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DIMENSIONS (mm) and WEIGHT (kgs)

Dimension A B C Weight

½” 154 100 115 0,720

¾” 154 100 115 0,688

1” 154 100  115 0,663

FLOW CHART – Gas Governor with filterFLOW CHART – Gas Governor without filter 

1   Seal cap

2   Spring compressor

3   Spring

4   Vent connection

5   Safety diaphragm

6   Compensation diaphragm

7   Working diaphragm

8   Anti-impurity filter

Pr
es

su
re

 d
ro

ps
 (m

ba
r)

CH
4
 (d=0.544)

C
3
 H

8
 (d=1.522)

Town Gas (d=0.411)

Air (d=1)

CH
4
 (d=0.544)

C
3
 H

8
 (d=1.522)

Town Gas (d=0.411)

Air (d=1)

Pr
es

su
re

 d
ro

ps
 (m

ba
r)

Capacity Q (Nmc/h)Capacity Q (Nmc/h)



8

Pmax inlet max – 500 mbar  

Setting outlet 10 – 300 mbar – Standard spring supplied 10 – 27 mbar –   
 Other spring on request

Filtering ≤ 50μm – Viledon cartridge 

Inlet - Outlet Thread gas 1 ¼” 1½”  - ISO 228
Connection DN32 - DN40 - Sliding Aluminium  flange PN10  

Test point Inlet / outlet on request – Test point 1/8” NPT

Working Temperature - 20 °C – + 60 °C

Use Not aggressive gases of three families – Natural Gas – LPG –   
 Town Gas

Approval UNI - EN 88 /1 : 2011 

Materials:

Complete Body Die – Cast Aluminium Gd – AlSi12Cu  - EN AB 46100

Diaphragms NBR 60Sh – DvGW EN 549

Plastic components White POM / Pa 66 + 25% Gf 

GAS GOVERNOR 1 ¼”, 1 ½” – Pmax 500 mbar 

  TECHNICAL FEATURES

G A S  G O V E R N O R S

 Code Description Dimension Pmax 

 RG032 Gas Governor 1 ¼ ” 500 mbar 

 RG040 Gas Governor 1 ½” 500 mbar

 RGD32 Gas Governor DN32 500 mbar

 RGD40 Gas Governor DN40 500 mbar

 Code Description Dimension Pmax 

 RG032-FT Gas Governor with filter 1 ¼ ” 500 mbar 

 RG040-FT Gas Governor with filter 1 ½” 500 mbar

 RGD32-FT Gas Governor with filter DN32 500 mbar

 RGD40-FT Gas Governor with filter DN40 500 mbar



9

FLOW CHART – Gas Governor with filterFLOW CHART – Gas Governor without filter 
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1   Seal cap

2   Spring compressor

3   Spring

4   Vent connection

5   Safety diaphragm

6   Compensation diaphragm

7   Working diaphragm

9   Anti-impurity filter

DIMENSIONS (mm) and WEIGHT (kgs)

Dimension A B C D Weight

1 ¼” 243.5 195.5 206 194 3,140

1 ½” 243.5 195.5 206 194 3,060

8   Sensing tube
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Pmax inlet max – 500 mbar  

Setting outlet 10 – 300 mbar – Standard spring supplied 10 – 27 mbar –   
 Other spring on request

Filtering ≤ 50μm – Viledon cartridge 

Inlet- Outlet  Thread gas 2” - ISO 228
Connection  DN50 - Sliding Aluminium  flange PN10  

Test point Inlet / outlet on request – Test point 1/8” NPT

Working Temperature - 20 °C – + 60 °C

Use Not aggressive gases of three families – Natural Gas – LPG –   
 Town Gas

Approval UNI - EN 88 /1 : 2011 

Materials:

Complete Body Die – Cast Aluminium Gd – AlSi12Cu  - EN AB 46100

Diaphragms NBR 60Sh – DvGW EN 549

Plastic components White POM / Pa 66 + 25% Gf 

GAS GOVERNOR 2” – Pmax 500 mbar 

  TECHNICAL FEATURES

G A S  G O V E R N O R S

 Code Description Dimension Pmax 

 RG050 Gas Governor 2”  500 mbar

 RGD50 Gas Governor DN50  500 mbar

 Code Description Dimension Pmax 

 RG050-FT Gas Governor with filter 2”  500 mbar

 RGD50-FT Gas Governor with filter DN50  500 mbar
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FLOW CHART – Gas Governor with filterFLOW CHART – Gas Governor without filter 
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1   Seal cap

2   Spring compressor

3   Spring

4   Vent connection

5   Safety diaphragm

6   Compensation diaphragm

7   Working diaphragm

DIMENSIONS (mm) and WEIGHT (kgs)

Dimension A B C D Weight

2” 301 245 264 235 5,8

9   Anti-impurity filter

8   Sensing tube
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Pmax inlet max – 500 mbar  

Setting outlet 10 – 300 mbar – Standard spring supplied 10 – 27 mbar –   
 Other spring on request

Filtering ≤ 50μm – 

Inlet - Outlet Thread gas ½” , ¾” 1” - ISO 228
Connection DN25 - Sliding Aluminium  flange PN10  

Test point Inlet / outlet on request – Test point 1/8” NPT

Working Temperature - 20 °C – + 60 °C

Use Not aggressive gases of three families – Natural Gas – LPG –   
 Town Gas

Approval UNI - EN 88 /1 : 2008 

Materials:

Complete Body Die – Cast Aluminium Gd – AlSi12Cu  - EN AB 46100

Diaphragms NBR 60Sh – DvGW EN 549

Plastic components Yellow POM / Pa 66 + 25% Gf 

GAS GOVERNOR ½” , ¾” and 1” – Pmax 1 bar 

  TECHNICAL FEATURES

G A S  G O V E R N O R S

 Code Description Dimension Pmax 

 RG015-1B Gas Governor ½” Pmax 1 bar

 RG020-1B Gas Governor ¾” Pmax 1 bar

 RG025-1B Gas Governor 1” Pmax 1 bar

 RGD25-1B Gas Governor DN25 Pmax 1 bar

 Code Description Dimension Pmax 

 RG015-FT-1B Gas Governor with filter ½” Pmax 1 bar

 RG020-FT-1B Gas Governor with filter ¾” Pmax 1 bar

 RG025-FT-1B Gas Governor with filter 1” Pmax 1 bar

 RGD25-FT-1B Gas Governor with filter DN25 Pmax 1 bar
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1   Seal cap

2   Spring compressor

3   Spring

4   Vent connection

5   Safety diaphragm

6   Compensation diaphragm

7   Working diaphragm

8   Anti-impurity filter

DIMENSIONS (mm) and WEIGHT (kgs)

Dimension A B C Weight

½” 154 100 115 0,720

¾” 154 100 115 0,688

1” 154 100  115 0,663

FLOW CHART – Gas Governor with filterFLOW CHART – Gas Governor without filter 
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Pmax inlet max – 1 bar  

Setting outlet 10 – 300 mbar – Standard spring supplied 10 – 27 mbar –   
 Other spring on request

Filtering ≤ 50μm – Viledon cartridge  

Inlet - Outlet Thread gas 1 ¼” 1½”  - ISO 228
Connection DN32 DN40 - Sliding Aluminium  flange PN10  

Test point Inlet / outlet on request – Test point 1/8” NPT

Working Temperature - 20 °C – + 60 °C

Use Not aggressive gases of three families – Natural Gas – LPG –   
 Town Gas

Approval UNI - EN 88 /1 : 2008 

Materials:

Complete Body Die – Cast Aluminium Gd – AlSi12Cu  - EN AB 46100

Diaphragms NBR 60Sh – DvGW EN 549

Plastic components White POM / Pa 66 + 25% Gf 

GAS GOVERNOR 1 ¼”, 1 ½” – Pmax 1 bar 

  TECHNICAL FEATURES

G A S  G O V E R N O R S

 Code Description Dimension Pmax 

 RG032-1B Gas Governor 1 ¼” 1 bar 

 RG040-1B Gas Governor 1 ½” 1 bar

 RGD32-1B Gas Governor DN32 1 bar

 RGD40-1B Gas Governor DN40 1 bar

 Code Description Dimension Pmax 

 RG032-FT-1B Gas Governor with filter 1 ¼” 1 bar 

 RG040-FT-1B Gas Governor with filter 1 ½” 1 bar

 RGD32-FT-1B Gas Governor with filter DN32 1 bar

 RGD40-FT-1B Gas Governor with filter DN40 1 bar
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FLOW CHART – Gas Governor with filterFLOW CHART – Gas Governor without filter 

1   Seal cap

2   Spring compressor

3   Spring

4   Vent connection

5   Safety diaphragm

6   Compensation diaphragm

7   Working diaphragm
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DIMENSIONS (mm) and WEIGHT (kgs)

Dimension A B C D Weight

1 ¼” 243.5 195.5 206 194 3,140

1 ½” 243.5 195.5 206 194 3,060

9   Anti-impurity filter

8   Sensing tube
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Pmax inlet max – 1 bar  

Setting outlet 10 – 300 mbar – Standard spring supplied 10 – 27 mbar –   
 Other spring on request

Filtering ≤ 50μm – Viledon cartridge  

Inlet - Outlet Thread gas 2” - ISO 228
Connection DN50  - Sliding Aluminium  flange PN10  

Test point Inlet / outlet on request – Test point 1/8” NPT

Working Temperature - 20 °C – + 60 °C

Use Not aggressive gases of three families – Natural Gas – LPG –   
 Town Gas

Approval UNI - EN 88 /1 : 2008 

Materials:

Complete Body Die – Cast Aluminium Gd – AlSi12Cu  - EN AB 46100

Diaphragms NBR 60Sh – DvGW EN 549

Plastic components White POM / Pa 66 + 25% Gf 

GAS GOVERNOR 2” – Pmax 1 bar 

  TECHNICAL FEATURES

G A S  G O V E R N O R S

 Code Description Dimension Pmax 

 RG050-1B Gas Governor 2” 1 bar

 RGD50-1B Gas Governor DN50 1 bar

 Code Description Dimension Pmax 

 RG050-FT-1B Gas Governor with filter 2” 1 bar

 RGD50-FT-1B Gas Governor with filter DN50 1 bar



17

1   Seal cap

2   Spring compressor

3   Spring

4   Vent connection

5   Safety diaphragm

6   Compensation diaphragm

7   Working diaphragm

FLOW CHART – Gas Governor with filterFLOW CHART – Gas Governor without filter 
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DIMENSIONS (mm) and WEIGHT (kgs)

Dimension A B C D Weight

2” 301 245 264 235 5,8

9   Anti-impurity filter

8   Sensing tube
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Pmax inlet max – 2 bar  

Setting outlet 10 – 300 mbar – Standard spring supplied 10 – 27 mbar –   
 Other spring on request

Filtering ≤ 50μm –  

Inlet - Outlet Thread gas ½” , ¾” 1” - ISO 228
Connection DN25 - Sliding Aluminium  flange PN10  

Test point Inlet / outlet on request – Test point 1/8” NPT

Working Temperature - 20 °C – + 60 °C

Use Not aggressive gases of three families – Natural Gas – LPG –   
 Town Gas

Approval UNI - EN 88 /1 : 2008 

Materials:

Complete Body Die – Cast Aluminium Gd – AlSi12Cu  - EN AB 46100

Diaphragms NBR 60Sh – DvGW EN 549

Plastic components Yellow POM / Pa 66 + 25% Gf 

GAS GOVERNOR ½”, ¾” and 1”– Pmax 2 bar  

  TECHNICAL FEATURES

G A S  G O V E R N O R S

 Code Description Dimension Pmax 

 RG015-2B Gas Governor ½”  Pmax 2 bar

 RG020-2B Gas Governor ¾” Pmax 2 bar

 RG025-2B Gas Governor 1” Pmax 2 bar

 RGD25-2B Gas Governor 1” Pmax 2 bar

 Code Description Dimension Pmax 

 RG032-2B Gas Governor with filter 1 ¼ ” 500 mbar 

 RG040-2B Gas Governor with filter 1 ½” 500 mbar

 RGD32-2B Gas Governor with filter DN32 500 mbar

 RGD40-2B Gas Governor with filter DN40 500 mbar
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1   Seal cap

2   Spring compressor

3   Spring

4   Vent connection

5   Safety diaphragm

6   Compensation diaphragm

7   Working diaphragm

8   Anti-impurity filter

FLOW CHART – Gas Governor with filterFLOW CHART – Gas Governor without filter 

DIMENSIONS (mm) and WEIGHT (kgs)

Dimension A B C Weight

½” 154 100 115 0,720

¾” 154 100 115 0,688

1” 154 100  115 0,663
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Pmax : inlet max – 2 bar  

Setting outlet : 10 – 300 mbar – Standard spring supplied 10 – 27 mbar –   
 Other spring on request

Filtering:   ≤ 50μm – Viledon cartridge 

Inlet - Outlet Thread gas 1 ¼” 1½”  - ISO 228
Connection  DN32 DN40 - Sliding Aluminium  flange PN10

Test point  Inlet / outlet on request – Test point 1/8” NPT

Working Temperature - 20 °C – + 60 °C

Use  Not aggressive gases of three families – Natural Gas – LPG –   
 Town Gas

Approval  UNI - EN 88 / 2 : 2008 

Materials:

Complete Body Die – Cast Aluminium Gd – AlSi12Cu  - EN AB 46100

Diaphragms  NBR 60Sh – DvGW EN 549

Plastic components White POM / Pa 66 + 25% Gf 

GAS GOVERNOR 1 ¼”, 1 ½” – Pmax 2 bar

  TECHNICAL FEATURES

G A S  G O V E R N O R S

 Code Description Dimension Pmax 

 RG032-2B Gas Governor 1 ¼” 2 bar 

 RG040-2B Gas Governor  1 ½” 2 bar

 RGD32-2B Gas Governor DN32 2 bar

 RGD40-2B Gas Governor DN40 2 bar

 Code Description Dimension Pmax 

 RG032-FT-2B Gas Governor with filter 1 ¼” 2 bar 

 RG040-FT-2B Gas Governor with filter 1 ½” 2 bar

 RGD32-FT-2B Gas Governor with filter DN32 2 bar

 RGD40-FT-2B Gas Governor with filter DN40 2 bar
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FLOW CHART – Gas Governor with filterFLOW CHART – Gas Governor without filter 

1   Seal cap

2   Spring compressor

3   Spring

4   Vent connection

5   Safety diaphragm

6   Compensation diaphragm

7   Working diaphragm
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DIMENSIONS (mm) and WEIGHT (kgs)

Dimension A B C D Weight

1 ¼” 243.5 195.5 206 194 3,140

1 ½” 243.5 195.5 206 194 3,060

9   Anti-impurity filter

8   Sensing tube
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Pmax : inlet max – 2 bar  

Setting outlet : 10 – 300 mbar – Standard spring supplied 10 – 27 mbar –   
 Other spring on request

Filtering:   ≤ 50μm – Viledon cartridge 

Inlet - Outlet Thread gas 2”  - ISO 228
Connection  DN50 - Sliding Aluminium  flange PN10

Test point  Inlet / outlet on request – Test point 1/8” NPT

Working Temperature - 20 °C – + 60 °C

Use  Not aggressive gases of three families – Natural Gas – LPG –   
 Town Gas

Approval  UNI - EN 88 / 2 : 2008 

Materials:

Complete Body Die – Cast Aluminium Gd – AlSi12Cu  - EN AB 46100

Diaphragms  NBR 60Sh – DvGW EN 549

Plastic components White POM / Pa 66 + 25% Gf 

GAS GOVERNOR 2”– Pmax 2 bar

  TECHNICAL FEATURES

G A S  G O V E R N O R S

 Code Description Dimension Pmax 

 RG050-2B Gas Governor 2” 2 bar

 RGD50-2B Gas Governor DN50 2 bar

 Code Description Dimension Pmax 

 RG050-FT-2B Gas Governor with filter 2” 2 bar

 RGD50-FT-2B Gas Governor with filter DN50 2 bar
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1   Seal cap

2   Spring compressor

3   Spring

4   Vent connection

5   Safety diaphragm

6   Compensation diaphragm

7   Working diaphragm

FLOW CHART – Gas Governor with filterFLOW CHART – Gas Governor without filter 
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Capacity Q (Nmc/h)

DIMENSIONS (mm) and WEIGHT (kgs)

Dimension A B C D Weight

2” 301 245 264 235 5,8

9   Anti-impurity filter

8   Sensing tube



Gas Filters
›› Gas filters designed in accordance with the 
provisions of DIN.3386 standards can be used for all 
the types of natural gas, LPG or not corrosive gases. 
These filters are widely used for protection of control 
devices, pressure regulators, meters and on systems 
that requiring an high degree of filtration. All the filter 
covers are filled with connections for test point both at 
the filter inlet and outlet.
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s GAS FILTER ½”, ¾”, 1” – Small capacity – Pmax 6 bar p. 26

GAS FILTER ½”, ¾”, 1” – Pmax 6 bar p. 28

GAS FILTER 1 ¼”, 1 ½” and 2” – Pmax 6 bar  p. 30

GAS FILTER DN65 – DN80 – DN100 – Pmax 6 bar p. 32

GAS FILTER DN125 – DN150 – Pmax 6 bar p. 34
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Operation maximum pressure 6 bar 

Working Temperature  - 20 °C – + 60 °C

Filtration  ≤ 50 Micron

Use  Non – aggressive gases – Family 1 – 2 – 3 and air 
Special version for Biogas

Cartridge element Plastic cartidge PP

Connection ½” – ¾” – 1”  Wall boiler – ISO 228
 
Complete Body  Die – Cast Aluminium Gd – AlSi12Cu – EN AB 46100

Seals NBR

Approval PED  

GAS FILTER ½”, ¾”, 1” – Small capacity – Pmax 6 bar 

  TECHNICAL FEATURES

G A S  F I L T E R S 

 Code Description Dimension Pmax 

 GF015SC Gas filter small capacity ½” 6 bar 

 GF020SC Gas filter small capacity ¾” 6 bar

 GF025SC Gas filter small capacity 1” 6 bar
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Air (d=1)

C
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B

DIMENSIONS (mm) and WEIGHT (kgs)

Dimension A B C Weight

½” 72.0 60.0 65.0 221,6

¾” 72.0 60.0 65.0 212,5

1” 72.0 60.0 65.0 199,4

1   Cover

2   Seal NBR o-ring

3   Filter cartidge PP

4   Slotting guides
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Operation maximum pressure 6 bar 

Working Temperature  - 20 °C – + 60 °C

Filtration  50 Micron

Use  Non – aggressive gases – Family 1 – 2 – 3 and air 

Cartridge element Viledon cartridge 

Inlet - Outlet Theread gas 1/2” – ¾” 1”  – ISO 228
Connection DN25 - Sliding Aluminium  flange PN10
 
Complete Body  Die – Cast Aluminium Gd – AlSi12Cu  - EN AB 46100

Seals NBR

Approval PED  

Optional:

- Test point – NPT ¼” 

- Screw – NPT ¼” 

- Peters plug 

- Manometer

- DP clogging indicator

››  .....

GAS FILTER ½”, ¾”, 1” – Pmax 6 bar

  TECHNICAL FEATURES

G A S  F I L T E R S 

 Code Description Dimension Pmax 

 GF015 Gas filter ½” 6 bar 

 GF020 Gas filter ¾” 6 bar

 GF025 Gas filter 1” 6 bar

 GFD25 Gas filter DN25 6 bar

 GF015-TPIO Gas filter with test point in/out ½” 6 bar 

 GF020-TPIO Gas filter with test point in/out ¾” 6 bar

 GF025-TPIO Gas filter with test point in/out 1” 6 bar

 GFD25-TPIO Gas filter with test point in/out DN25 6 bar

 GF015-SP Gas filter with screw plugs ½” 6 bar 

 GF020-SP Gas filter with screw plugs ¾” 6 bar

 GF025-SP Gas filter with screw plugs 1” 6 bar

 GFD25-SP Gas filter with screw plugs DN25 6 bar
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Capacity Q (Nmc/h)
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Town Gas (d=0.411)

Air (d=1)

DIMENSIONS (mm) and WEIGHT (kgs)

Dimension A B C Weight

½” 114.0 105.5 118.5 806,4

¾” 114.0 105.5 118.5 795,3

1” 114.0 105.5 118.5 786,9

C

A

B

1   Test point 

2   Seal NBR o-ring

3   Viledon cartidge

4   Slotting guides
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GAS FILTER 1 ¼”, 1 ½” and 2” – Pmax 6 bar

G A S  F I L T E R S 

Operation maximum pressure 6 bar 

Working Temperature  - 20 °C – + 60 °C

Filtration  50 Micron

Use  Non – aggressive gases – Family 1 – 2 – 3 and air 

Cartridge element Viledon cartridge 

Inlet - Outlet Thread gas 1 ¼” 1 ½” 2”   – ISO 228
Connection DN32 DN40 DN50 - Sliding Aluminium  flange PN10
 
Complete Body  Die – Cast Aluminium Gd – AlSi12Cu  - EN AB 46100

Seals NBR

Approval PED  

Optional:

- Test point – NPT ¼” 

- Screw – NPT ¼” 

- Peters plug 

- Manometer

- DP clogging indicator

››  .....   TECHNICAL FEATURES Code Description Dimension Pmax 

 GF032 Gas filter 1 ¼” 6 bar 

 GF040 Gas filter 1 ½” 6 bar

 GF050 Gas filter 2” 6 bar

 GFD32 Gas filter DN32 6 bar 

 GFD40 Gas filter DN40 6 bar

 GFD50 Gas filter DN50 6 bar

 GF032-TPIO Gas filter with test point in/out 1 ¼” 6 bar 

 GF040-TPIO Gas filter with test point in/out 1 ½” 6 bar

 GF050-TPIO Gas filter with test point in/out 2” 6 bar

 GFD32-TPIO Gas filter with test point in/out DN32 6 bar 

 GFD40-TPIO Gas filter with test point in/out DN40 6 bar

 GFD50-TPIO Gas filter with test point in/out DN50 6 bar

 GF032-SP Gas filter with screw plugs 1 ¼” 6 bar 

 GF040-SP Gas filter with screw plugs 1 ½” 6 bar

 GF050-SP Gas filter with screw plugs 2” 6 bar

 GFD32-SP Gas filter with screw plugs DN32 6 bar 

 GFD40-SP Gas filter with screw plugs DN40 6 bar

 GFD50-SP Gas filter with screw plugs DN50 6 bar
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Capacity Q (Nmc/h)

CH
4
 (d=0.544)

C
3
 H

8
 (d=1.522)

Town Gas (d=0.411)

Air (d=1)

FLOW CHART

DIMENSIONS (mm) and WEIGHT (kgs)

Dimension A B C Weight

1 ¼” 164.0 131.7 152.5 1,63

1 ½” 164.0 131.7 152.5 1,55

2” 164.0 131.7 152.5 1,45

1   Test point 

2   Seal NBR o-ring

3   Viledon cartidge

4   Slotting guides
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Operation maximum pressure 6 bar 

Working Temperature  - 20 °C – + 60 °C

Filtration  50 Micron

Use  Non – aggressive gases – Family 1 – 2 – 3 and air 

Cartridge element Viledon cartridge 

Connection Flanged PN16 – DN65 – DN80 – DN100 
 
Complete Body  Die – Cast Aluminium Gd – AlSi12Cu  - EN AB 46100

Seals NBR

Approval PED  

Optional:

- Test point – NPT ¼” 

- Screw – NPT ¼” 

- Peters plug 

- Manometer

- DP clogging indicator

GAS FILTER DN65 – DN80 – DN100 – Pmax 6 bar

  TECHNICAL FEATURES

G A S  F I L T E R S 

››  ..... Code Description Dimension Pmax 

 GFD65 Gas filter DN65 6 bar 

 GFD80 Gas filter DN80 6 bar

 GFD100 Gas filter DN100 6 bar

 GFD65-TPIO Gas filter with test point in/out DN65 6 bar 

 GFD80-TPIO Gas filter with test point in/out DN80 6 bar

 GFD100-TPIO Gas filter with test point in/out DN100 6 bar

 GFD65-SP Gas filter with screw plugs DN65 6 bar 

 GFD80-SP Gas filter with screw plugs DN80 6 bar

 GFD100-SP Gas filter with screw plugs DN100 6 bar
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Capacity Q (Nmc/h)

CH
4
 (d=0.544)

C
3
 H

8
 (d=1.522)

Town Gas (d=0.411)

Air (d=1)

FLOW CHART

DIMENSIONS (mm) and WEIGHT (kgs)

Dimension A B C Weight

DN65 260.5 190.0 220.0 8,30

DN80 260.5 190.0 220.0 8,30

DN100 260.5 190.0 220.0 9,50

1   Test point 

2   Seal NBR o-ring

3   Viledon cartidge

4   Slotting guides
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Operation maximum pressure 6 bar 

Working Temperature  - 20 °C – + 60 °C

Filtration  50 Micron

Use  Non – aggressive gases – Family 1 – 2 – 3 and air 

Cartridge element Viledon cartridge 

Connection Flanged PN16 – DN125  –  DN150 
 
Complete Body  Die – Cast Aluminium Gd – AlSi12Cu  - EN AB 46100

Seals NBR

Approval PED    

Optional:

- Test point – NPT ¼” 

- Screw – NPT ¼”

- Peters plug 

- Manometer

- DP clogging indicator

GAS FILTER DN125 – DN150 – Pmax 6 bar 

  TECHNICAL FEATURES

G A S  F I L T E R S 

››  ..... Code Description Dimension Pmax 

 GFD125 Gas filter DN125 6 bar 

 GFD150 Gas filter DN150 6 bar 

 GFD125-TPIO Gas filter with test point in/out DN125 6 bar 

 GFD150-TPIO Gas filter with test point in/out DN150 6 bar 

 GFD125-SP Gas filter with screw plugs DN125 6 bar 

 GFD150-SP Gas filter with screw plugs DN150  6 bar 
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Capacity Q (Nmc/h)

CH
4
 (d=0.544)

C
3
 H

8
 (d=1.522)

Town Gas (d=0.411)

Air (d=1)

FLOW CHART

1   Seal NBR o-ring

2   Viledon cartidge

3   Slotting guides

DIMENSIONS (mm) and WEIGHT (kgs)

Dimension A B C Weight

DN125 442.5 347.7 330.0 23,

DN150 442.5 347.7 330.0 21



Other Products
››  The company relies on 3 unit plants in Italy and 
one subsidiary in France. It deals with more than 85 
countries worldwide. Our experience and the reliability 
of our products have lead long lasting cooperation with 
virtually all major Boiler / Burner producer, producers 
of heating components, gas appliance, Gas Companies  
and gas / heating equipments distributors all over the 
world. Our production cover also toher products.
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CENTRAL UNIT
The central unit AN750 is the main device of 
the f ixed gas analysis system which 
manages signals coming from the remote 
unit AN510 and external probes. 

REMOTE UNIT  
Remote sensors for 0

2
 , CO, CO

2
 , NO , SO

2
 . The 

system consists of a long lasting vibration 
pump electronically controlled by a flow sensor 
that keeps flow rate of sucked fumes even in 
the analysis cell.

FIXED COMBUSTION 
ANALYSER

ZIRCONIUM 
OXYGEN PROBE  
This application represented by the use of 
zirconium oxygen probe for O

2
 measurement. 

Made in an aluminium cast housing where 
the sensor is housed in a stainless steel 
steal probe. 

GAS ANALYSIS

38



PORTABLE FLUE 
GAS ANALYSER

FLUE GAS ANALYZER
In accordance with standards CEI EN 50379-1 and EN 50379-2 the 
latest generation of Boston flue gas analyser, designed with the 
ultimate state-of-the art components for easy use and handling, 
together with low cost maintenance. Suitable for thermal plants of all 
powers both domestics and industrials.

GAS ANALYSIS

RUBBER 
KEYBOARD

ARRANGED FOR 
EXTERNAL PROBES

REPLACEABLE 
PUMPS WITH 
ADJUSTABLE 

FLOW

PRESSURE 
MEASURE 0,1 PA

BLUETOOTH

USB 
CONNECTION

REPLACEABLE 
CELLS

LITHIUM BATTERY

BLUETOOTH
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MEASUREMENT 
INSTRUMENT

GAS PRESSURE 
MANOMETER 
Manometer, for the pre-test and main test on 
gas and water pipelines.

THERMOMETERS 
It is an electric thermometer with an LCD 
display where it’s possible to read the 
temperature. This instrument has been 
realized for thermocouple probes to measure 
temperature (for contact) and fumes. TE317 
is also available with a PT100 probe for 
liquid and room temperature.

DIFFERENTIAL 
MICROMANOMETER
Differential micro-manometer with display 
for boiler / burner pressure test. 

MEASUREMENT
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CONTROL PANEL 
FOR 1 OR 3 SENSORS
The central panels are equipped with three 
led bars that indicate the reached gas 
concentration, The green led indicates fresh 
air, the first and second red leds indicate 
pollution and the third and fourth red leds 
indicate the switching on of the alarm relay. 
The yellow led indicate an anomaly of the 
system and it operate on the fault relay.

GAS DETECTOR 

Catalytic sensor to detect methane or LPG. 

OPTICAL / ACOUSTIC 
SIREN 

Piezoelectric modulated siren with flashing 
red light indication.

BOILER PLANT 
GAS DETECTION

BOILER PLANT
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Tecnocontrol S.r.l. 
Via Miglioli, 47 | 20090 Milano 
Tel. +39 02 26922890
Fax +39 02 2133734
E-mail: export@tecnocontrol.it
www.tecnocontrol.it

CAVAGNA INDUSTRIE

GECA S.r.l. 
Via E. Fermi, 98 | 25064 Gussago (BS)  
Tel. +39 030 3730218
Fax +39 030 3730228
E-mail: export@gecasrl.it
www.gecasrl.it

CAVAGNA INDUSTRIE

CPF Industriale S.r.l. 
Via E. Fermi, 98 | 25064 Gussago (BS)
Tel. +39 030 310461
Fax +39 030 310465
E-mail: info@cpfindustriale.it
www.cpfindustriale.it

CAVAGNA INDUSTRIE
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